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Lekkie RACK CLAMP INSTALLATION 
Guide

Rack clamp
Compatible with most rear carrier racks
 
The Lekkie Rack clamp allows batteries to be fitted to many carriers* when in frame mounting is 
not possible.
Clamping plates can be configured sideways or length-ways depending on the rack, providing a 
solid mounting platform for your battery rail. Screws are placed where they can’t be accessed 
(when the battery is fitted) to ensure your battery security.

* We’ve designed the clamp to be as universal as possible but some racks work better than 
others, and some won’t work. This guide should give a good indication of what will work.
Some modifications may be required on some racks. Racks with sprung holders will likely need 
the spring to be removed prior to fitting.
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Includes
2x Rack Clamp Top Plates
2x Rack Clamp Bottom Plates
Fasteners: M5x30mm CSK, M5x10mm Button head, Nylock nuts

Install tips and tricks

Tools Required
•	 3mm hex key

Installation

•	 Determine the best mounting position for the battery. The clamps can be mounted in various 
orientations as shown.

•	 The clamps clan be fitted to tubes and plates (sometimes drilling may be required).
•	 Fit clamps semi-loose(so they don’t rattle but can rotate on the mounting bars). Ensure the 

nuts are correctly located in the bottom plate recesses.
•	 Test fit the battery rail - ideally the mounts should be as far apart as possible.
•	 Once satisfied with the position, tighten the mounting screws evenly, ensuring the plates 

remain parallel as per the image below. 

•	 If the mounting screw heads are not accessible with the battery rail in place, carefully remove 
it (without moving the clamps). Place a straight edge across the top face of the mounts to 
ensure they are aligned before tightening.

Straight Edge
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•	 Attach the battery rail to the clamps using the M5x10mm button screws.
•	 Check battery fitment, ensuring the battery lock functions correctly and the battery can not 

dislodge.
•	 A deformed rail may cause issues with battery fitment, ensure it is straight after tightening.
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At Lekkie we don’t accept anything but the best workmanship and quality. If a part has slipped 
through our QC system and made it to your hands let us know and we will put it right.

If one of our products fails we want to know so we can make our products better. If you destroy a 
Lekkie product in extreme use tell us. We can learn from this and sell you something to suit your 
needs.

If you are in any way unhappy with your Lekkie product get in touch so we can put it right.

Warranty


